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{7 ECLN
LEVI connect Logo8

Website: http://www.we-con.com.cn/en
Technical Support: liux@we-con.com.cn
Skype: “fcwkkj” or “Jason.chen842”
Phone: 86-591-87868869

QQ Group: 465230233

Technical forum: http://wecon.freeforums.net/
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How to connect Logo8 PLC with Wecon HMI?

In the Logo program enter a new compatible device S7 and set the fields as shown in
Figure 3 of page 2.

In the HMI software,User must set a IP address of Logo8 (Fig. 4 - p. 3) and HMI IP and
gateway addresses of the HMI (Fig. 5 - p. 3)

For the exchange of data between Logo8 and HMI,user must enter in the the blocks
Network as:

Analog inputs Network - Network Inputs - Outputs Network

NAQT NI

NGQ1.
™A ] | ] MR
AQ| g X B

AS yOU can see In the pages b,/ana &, USer can convert the memory areas oT the LOgod | VIVI
and VB ) to exchange words and bit.Match them to the HMI address DBxDBW and DBxDB
They are word or bit.

Please check the solution video link below.
https://www.youtube.com/watch?v=NeR4wRWfgMg

Used products :

LEVI/OOE-N + LOGO8
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Fig.1

- W& Impostazioni di LOGO!
'~ Impostazioni offiine | Impostazioni online

Tipo di hardware Impostazioni del nome

Impostazioni di /O Nome del dispositivo: Logo8_1
| e =
| Nomi degli VO Nome del programma:
Password del prog
Accensione
Testo del messag  Impostazioni IP
| Informazioni suppl Indirizzo IP: 192.168. 0. 1
- Statistiche Maschera di softorete: 255 255.255. 0
b Commis )00 £-00.

Gateway di default 192.168. 0. 0

.4
Fig.2
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K& Proprieta del dispositivo[LEVI700E-N] B3

Generale
Nome del dispositivo: LEVITO0E-N

Indirizzo IP: 192.168. 0. 2
Maschera di softorete: 255.255.255. 0
Gateway di default 192.163. 0. 0

Tool di engineering

File di progetto:
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Convert the logo address area

1.Choose simens S7-xxx Ethernet protocol,and Set PLC IP in Setting-->Communication

Communication

—Device Connections:

M. I Port I Device |
Siemens 57-xxx Ethernet
Di
Mew | Delete | Setting |
- Default Station No. — I Multi-Link
HMI Mo, : |1 " Host Tokal slave: | 2
Device Mo.: |2 {7 Slave HMI Mo, : | 1
Port IEmernet HMI Madel ILE‘I.-'I TTA
Protocol ISiemens 57-xxx Ethernet
COM: INnne setting
Device TP | 192,168.0.1:102 setting
Tt I{ 1500, 50, 2, 3,0,0) setting | Di

Peripheral: INﬂﬂE

Details |

PLC Debug |None

[T change the protocol only

User-Defined protocol

setting |

x|

Fig.4
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2.Set HMI IP in Setting--->.Project properties
Project Properties P L — ﬂ

eneral | Sereen seeurity HMI IF IInstalment i Parts securit}'i Extenzions

~HMI IF =setting

IF: I192 _ |1EB _ ||:| _ iz
Subnet mask: IESE . IZEE . IZEE . !EI
Gateway: Ilgz . IlE.B _ II:I _ !DI

—HebServer

— WebSerwver

[T Pazzword Protection

Defanlt server port Gl

~Folder of ASP file

{¥ Tafault ASE
" In project

{" In CF Card

1] 4 Cancal Help

Fig.5
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3.Read Analog Inputs network with the Local Variables in LOGO 8 ( VW ).

E NAQI [Uscita analogica di rete]

Parametro | Commento |

Parametro

Scrivivalore in

‘@ Memoria delle variabili locali (VM)

| Dispositivo remoto

Memoria delle variabili locali (VM)
Indirizzo VW:| 105 {]

Fig.6
4.In HMI,User can read Analog value in DBxDBW.

Mumeric Input/Display ﬁ

Feneral ]Graphic51 Securityi Advanced | Animation

rhead-write-

Réad hddvess ]DBKDBWIU Edit

[T Input

Tlezecription

Fig.7

7 FUZHOU FU CHANG WECON ELECTRONICS TECHNOLOGY CO., LTD.



"/ E:u'q LEVI Series HMI

5.Write the inputs state with the LOGOS8 Local variables ( VB )

E NI [Ingresso di rete]

Parametro | Commento I

Parametro:;
Leqgagi valore da

@ Memoria delle variabili locali (VM)
. Dispositivo remoto
. Diagnostica

Memoria delle variabili locali (VM)
ve:| 1003 [I| sit| o |}

Fig.8
6.In HMI,User can write Inputs in DBxDB

Bit Switch ]

General iText I Graphics l Securit}'l ﬁ.nimatil:-nl

~Read-write

Write Address IDB“DB“:":'- a Edit |

[¥ Read [# Same Read-Write Address

Bead Address |]:IBK]:IBII:":I'I:I Edit |

Fig.9
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7.Read the outputs state with the LOGOS8 Local variables ( VB )

NQ1 [Uscita di rete]

Parametro | Commento |

Parametro

Scrivi valore in
‘@ Memoria delle variabili locali (VM)

| Dispositivo remoto

Memoria delle variabili locali (VM)
vB 2005 [} Bt o3 ]

Fig.10
8.In HMI,User can read outputs in DBxDB

Bit Lamp x

General IText ! Graphics I Animation

—hddress

Read Address |DExDEZ00.0 Edit

~Mienl aw =ettins

Fig.11
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